
PRODUCT BULLETIN 
GYPSUM PRODUCTS 

Core Fornula r lbs/MsF) 

Board Stucco (s-1, 8-2) 

Glass Fiber (B-G-1) 

Paper Fiber (B-G-1) 

Vermiculite Ore (RM-B-28) 

Starch (B-G-1) 

Dextrose (m-1-B-J) 

Core Foaming Agent: 

ALS (B-G-1) 
AAS (B-G-1) 

Lignin 

End Trim (B-G-1) 

Potassium Sulfate (B-G-1) 

Hydrated Lime (B-G-1) 

Retarder Rosario (B-G-1) 

GYPSUM VENEER BASE 
TYPE X SUPER 
l" x 48" WIDE 

ASTM C588 

Long 
ka.£h Antioch 

. 1300-1500 1300-1500 

J.B-4.2 J.B-4.2 

10-12 13-15 

70-75 70-75 

7-10 7-10 

O-J 0-J 

0.2-1.7 
0.2-1.0 

none none 

20-35 10-30 

9.5-2.0 0-2.0 

0-0.5 0-0.5 

0-0.5 

Paper Liners: Grade 7004 Coreboard paper for both sides. 
may be used on back of 48" wide Veneer Base. 

Paper shall be free from quick saturation points. 
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Delanco & 
Seattle Jacksonville 

1300-1500 1300-1500 

J.B-4.2 J.B-4.2 

10-12 lJ-15 

70-75 70-75 

7-10 7-10 

0-J 0-J 

0.2-1.7 
'0.2-1.0 

none none 

20-35 20-35 

0.5-J.O 0.5-2.0 

0-0.5 0-0.5 

Grade 7002 Greyback paper 

NOTE: Formula is based on U.L. Label Procedure RJ54J, Section J. 

KG2001462 


